
Timbermill



Colours

Coordinating Moldings  |  75" Length

MELMART.COM

Timbermill

MEL02710

Natural Timber

MEL02716

Sandbar

MEL02714

Obsidian

MEL02711

Alpine Trail

MEL02717

Tavern

MEL02713

Coastal Vibe

MEL02715

Smoked Bourbon

MEL02712

Bison

T-Mold Flush Reducer Flush Stair Nose

50mm

16mm

50mm

18mm

76mm

20mm

https://melmart.com/products/timbermill-natural-timber-02710/
https://melmart.com/products/timbermill-alpine-trail-02711/
https://melmart.com/products/timbermill-sandbar-02716/
https://melmart.com/products/timbermill-coastal-vibe-02713/
https://melmart.com/products/timbermill-bison-02712/
https://melmart.com/products/timbermill-tavern-02717/
https://melmart.com/products/timbermill-obsidian-02714/
https://melmart.com/products/timbermill-smoked-bourbon-02715/


   Product Information

   Product    Timbermill Engineered Hardwood

   Construction    12-ply Engineered

   Dimensions    19mm x 6.5" x 75"

   Product Thickness    19mm (3/4")

   Suitable Installation    Staple, Nail, Glue, Float

   Venner    1.2mm/2mm Sawn

   Warranty    30 Year Residential

Features

Tongue & Groove Installation System

Kid & Pet Friendly

Micro Bevel

Brushed / Hand-Scraped

Radiant Heat Approved

1.2mm or 2mm Sawn Veneer

Oak and Hickory

MELMART.COM

Timbermill

   Packaging Information

Length

(mm)

Width

(mm)

Thickness

(mm)
Sq. ft.

Height 

(mm)

Volume

(m )
3

# of carton

per Pallet

Weight

(lb.)

   Plank 1905 165 19

   Plank Carton 1915 171 114
20.25

per carton

  Plank Pallet 2200 1000 -
972

per pallet
900 1.98 48 463

UV Protectant

Veneer

12-ply

Balancing Layer

   Testing

Classification Method Result

   Classification of the Surface Layer    EN 13489    Free Class

   Class    Barlinek    Various Class 

   Healthy Knots    EN 13489    Acceptable up to 1-3/8" (35mm) in diameter

   Thickness of the Board’s Surface Layer    EN 13647    Actual 2,5mm (Nominal 0,098")

   Thickness of the Board’s Core    EN 13647    Actual 15,5mm (Nominal 0,61")

   Dent Resistance    Janka    650-1000 kG/cm  (rating IV, hardwood)
2

   Finish Surface Layer    Gardner Scale    Gloss Level 7° - 11°
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