
INSTALLATION GUIDELINES

Stratus Installation Guidelines

Site Conditions:

The subfloor must be stable, clean, and dry, meeting all national construction standards.

Subfloor temperature should be maintained between 10°C and 25°C, with relative humidity around 60%.

Ensure the area is free of dust, grease, and debris before starting the installation.

Adhesive Recommendation.

Use an anti-slip or semi-permanent adhesive that remains tacky after drying. These adhesives provide a lasting, non-

hardening bond while allowing for easy tile replacement if necessary.

Installation Steps.

Step 1: Establish Reference Lines.

Mark two chalk lines at 90° to each other, intersecting at the center of the room (see Figure 1). This will serve as your starting

point.
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Step 2: Set the Starting Point.

Begin installation at the intersection of the two chalk lines. Lay one row of carpet tiles along each center line to form a cross.

Step 3: Anchor the Layout.

Secure your starting rows as shown in Figure 2. Continue installing tiles outward using a triangular pattern, maintaining

alignment with your reference lines.
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Step 4: Complete Installation.

Fill in each quadrant section by section until the room is fully covered. Ensure all arrows on the back of the tiles are oriented

in the same direction unless a quarter-turn pattern is specified.

Cutting the Tiles.

Cut tiles as needed to fit along walls or around fixed structures. Always make cuts with the backing side facing up using a

sharp utility knife and a straight edge. To fit tiles against a wall:

1.Place a full tile (Tile A) firmly against the last installed row.

2.Lay the tile to be cut (Tile B) directly on top of Tile A, aligning edges.

3.Take a spacer or another full tile (Tile C) and place it against the wall, overlapping Tile B.

4.Use Tile C’s edge to mark the cutting line on the back of Tile B.

5.Remove Tile B and trim along the marked line.

6.Place the cut tile with the trimmed edge facing the wall for a snug fit.
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After Installation.

Protect the newly installed flooring if other trades are still working in the area.

Do not place or drag furniture during installation.

When moving heavy furniture, use hardboard or plywood sheets to prevent damage.
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